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D.  BUILDING HEIGHT 

1.  Height Limitations shall not apply to cupolas, domes, unoccupied towers and similar architectural features 
incorporated into the design of the building. 

2.  All buildings on lots not adjoining a residential district shall not exceed thirty‐five (35) feet or two (2) stories, 
whichever is greater.  Building height shall be measured to the roof deck on flat‐roofed structures and to the 
mid point between eaves and ridges on gable, hip, and gambrel roofs. 

3.  All buildings on lots adjoining a residential district shall not exceed a height of 25 feet within 30 feet of any 
residential district.  The height may increase by 1 foot in height for each three (3) feet of additional setback to a 
maximum height of 35 feet. 

4.  Height of parking canopies shall not exceed 10‐feet in height within 30‐feet of residential property lines 

5.  Height of parking canopies shall be limited to 15 feet elsewhere within the development. 

 

E.  EQUIPMENT 

1.  When equipment is ground‐mounted in a location visible from adjacent streets or properties, it must be 
screened by landscaping or a wall that is of the same finish and texture as the building being served. 

2.  When mechanical equipment is roof‐mounted, it must be screened from view of the public right‐of‐way and 
adjacent property by a wall or parapet that is an integral part of the building.  No secondary screen elements will 
be allowed. 

3.  No wall mounted mechanical equipment (i.e., exhaust fans, evap coolers, etc.) shall be permitted on the front or 
sides of any buildings. 

4.  Ground‐mounted electrical or mechanical equipment will be allowed only in side or rear yards and must be 
screened from view by walls and/or dense landscaping.  The screen wall must have the same finish and 
materials as the building being served. 

 

F.  WALLS, FENCES, AND GATES 

1.  Screen Walls 

a.  Masonry screen walls shall be used to conceal exterior storage areas, loading areas, refuse collection 
areas, repair storage areas, service yards, truck docks, electrical equipment, storage tanks, solar panels, satellite 
dishes and other exterior equipment.  Exterior storage shall not exceed height of screen wall.   

b.  Screen walls shall be constructed of brick, textured and / or patterned masonry, or common masonry 
with a stucco finish designed to match or complement the building(s) on the Lot. 

c.  Screen walls shall be painted or have an integral finish which matches the building(s) on the Lot. 
























